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BACPRINT DECANTATION +
PROTECTION DOOR

The BACPRINT DECANTATION with protective door is a washing and developing tank used in the screen printing
industry. The BACPRINT DECANTATION with protective doors is equipped with light box behind to help in better
developing and washing the screens. The BACPRINT DECANTATION with protective door is fully built in stainless
steel and as standard is equipped with water splashing door and a dirty water decanting system with 3 levels to
remove solid particles. The BACPRINT DECANTATION with protective can also be equipped with inclination rails
to place the screens; motor for solvent vapors aspiration, chimneys to aspirate vapors, etc…
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PRODUCT DESCRIPTION
Fully built in stainless steel;
Light box behind to help sreen develloping from screens;
Possibility to have a chimney for toxic vapors aspiration;
Transparent PVC door for water splashing protection;
Dirty water decanting system with 3 levels to remove solid particles;
Inclination rails to place the screens (Option);

BACPRINT DECANTATION WITH
PROTECTIVE DOOR

Uni
BAC DEC

DOOR 0710
BAC DEC

DOOR 1013
BAC DEC DOOR

1316
Maximum screen size Cm 70 x 100 100 x 130 130 x 160
External depth Cm 92 70 92
External width Cm 112 140 187
External height Cm 177 170 208
Weight Kg 70 80  
Voltage V 230 / 50 230 / 50 230 / 50
Shipping dimensions (W*D*H) (larg*prof*alt.) Cm   195*95*230


