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STAR PRINT + STAR TAK

The Star Print + Star Tak is a 3/4 print machine design to print on flat surfaces. The Star Print + Star Tak come as
standard the automatic sheet removal directly into the drying tunnel.
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Lateral ou back side removal from sheet is possible to
built

System with suction grippers or clamps to hold and to
release the leaf

Several types from automatic sheets stackers are
available

Several types of in line dryers available (UV; Hot air;
Infra RED).

Several semi automatic printing machines available Several manual printing machines available

PRODUCT DESCRIPTION
Movement from advance and back made through guides sliding;
Linear guides for sliding from take off;
Adjustment from position to hold and to release the leaf;
System with suction grippers or clamps to hold and to release the leaf;
Movement from ascent and descending suction grippers or clamps through pneumatic control;
Suction grippers with vacuum for suction from leaf;
2 Selector MODES from functioning:
AUT: Automatic, to remove levees in continuous.
MAN: Manual, independent commands from machine (advance, back, ascent, descending, vacuum, etc...).
Movements commands made by PLC;
Belt mesh coated with Teflon;
Electronic control from belt speed;
Emergency button.

STAR TAK Units ST 0507 ST 0710 ST 0812 ST 1014 ST 1214
Maximum sheet size removal Cm 60x80 80x110 90x130 110x140 130x150
Maximum cycle per hour 750 730 700 680 650
External length Cm 190 210 220 250 250
External width Cm 105 120 130 150 170
External height Cm 110 110 110 110 110
Power install Kw 1 1 1,5 1,5 3,5
Weight Kg 200 230 260 330 350
Voltage V 230 or 400 230 or 400 230 or 400 230 ou 400 230 or 400


