
Note: As caracteristicas podem ser alteradas sem aviso prévio

Rua do Castalhão - Canelas (Zona Industrial da Mina), nº320 4410 - 269 Canelas VNG
- Portugal P.O.Box - 45 -4408 VALADARES CODEX - Portugal

Tel. +351 227 621 679 / +351 227 621 901 - Fax +351 227 623 375 www.acosgraf.com
| geral@acosgraf.com

VERTSCREEN



Note: As caracteristicas podem ser alteradas sem aviso prévio

Rua do Castalhão - Canelas (Zona Industrial da Mina), nº320 4410 - 269 Canelas VNG
- Portugal P.O.Box - 45 -4408 VALADARES CODEX - Portugal

Tel. +351 227 621 679 / +351 227 621 901 - Fax +351 227 623 375 www.acosgraf.com
| geral@acosgraf.com

Possibility to make inversion from screen to vertical
or horizontal position

Equipped with wheels to make deployment from the
machine easy and comfortable and also equipped

Possibility to the machine with ACOSGRAF electronic
board with photocell from light intensity measure to

make automatic compensation from

Halogen light source lamps LUX RAPID models
available

Drying cabinets for screen printing screens available Self contained metal haladite exposing units available

CARACTERÍSTICAS TECNICAS

VERTSCREEN Uni VERT 1012 VERT 1215 VERT 1520 VERT 2025
Formato máximo do quadro Cm 100x125 120x150 150x200 200x250
Profundidade exterior Cm
Largura exterior Cm
Altura de trabalho Cm
Peso liquido Kg 120 142 290
Voltagem V 230 230 230 230


